
Pedestrian access

Note: Highway / The Fox P.H pedestrian
access junction to be agreed with
Suffolk Highways Department.

Vehicular access

Note: Highway / The Fox P.H vehicular
access junction & visibility splays to be
agreed with Suffolk HighwaysH A V E R H I L

CUSTOMER ENTRANCE  
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DRIVE-THRU ENTRANCE  

BOH AREA - 1200 SQ FT

SALES AREA - 2800 SQ FT

PLANT AREA LOCATED ON
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Substation

EV CHARGE CABINETS   
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between main woodland
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Site covered with
dense blackberry scrub

Band of open ground
between main woodland
and stream

Tree schedule
H1 - Laurel
H2 - Blackthorn
H3 - Blackthorn, hawthorn
T1 - Goat willow
T2 - Ash
W1 - Elm, Sycamore, Lawson cypress
T3 - Field maple
T4 - Elm
T5 - Norway Maple
T6 - Ash
G1 - Goat willow
G2 - Elm
G3 - Elm
T7 - Horse chestnut
T8 - Dead
T9 - Horse chestnut
T10 - Elm
H4 - Elm and field maple

Based on site plan by Wellsfield Architects
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Tree Constraints and Protection Plan

Wellsfield

LtdLtdLtdLtd

Blue House Cottage

Bradwell on Sea
Essex   CM0 7HR

Maldon Rd

The Fox PH, Haverhill Rd, Little Wratting.

A topographical survey was
available for some of the tree positions within
the site.  The trees not on the survey, were measured
using simple triangulation techniques.
Though care is taken discrepancies
can occur and if great accuracy is needed
a topographical survey should be
commissioned.
Dimensions should be verified on site.

Additional ground

protection

WELL/FHH/01

Tree protection fence

Revisions

Notes


